Initial Reports, Volume 114: Chapter 3: Figure 2. Revised bathymetric map of the Agulhas Basin, utilizing the
new Sea Beam bathymetry collected during Conrad 2710. Contour interval is 250 m; heavy contours at 1000-m
increments. Dashed contours denote bathymetry inferred from SEASAT gravity in areas with no actual data.

i 1 26 3 4 5¢ 6° T 5 8° e TR St | | ISR 12¢ 13° 14° 15°
: I
-41°
|
-42°
43" R L
I ¥4 /% \\\\\‘\\\I\\‘\‘\‘\‘
&&‘ et ]
XA o -44°
-45° [|l— -435°
-46° |
-46°
/4250
._3750
o e
470 %_% 9 * (@} 1250
ODP/ 703 A L]
4750 &
4750—) { “o
| e
4500
4500 6—4250 e\ \55 U
G250
agell | B
-48°
BATHYMETRY OF THE AGULHAS RID / .
GE 4000 /ﬁ\\\\
& METEOR RISE \&
3500 \\/
; m
CAROL RAYMOND & JOHN LABRECQUE 750
-49°|l— LAMONT-DOHERTY GEOLOGICAL OBSERVATORY H
Contours in corrected meters =
---- Bathymetry inferred from SEASAT gravity
€)oo
4 Drafting by Ana Maria Alvarez I £
-50°| 4 o
-50
O O
3 4 15°




